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a. X_ A check in the amount of $ 1.384.00 to cover the above fees Is enclosed. ($890.00 for basic filing fee; $130.00 for late 



filing of the declaration; $84.00 for 1 additional independent claim and $280.00 for multiple dependent claims). (This paper 
is filed in triplicate) 

b. Please charge my Deposit Account No. 01-2340 in the amount of $ to cover the above fees. (A duplicate copy of this 

sheet IS enclosed.) 

c. J(. The Commissioner is hereby authorized to charge any additional fees which may be required, or credit any overpayment to 

Deposit Account No. 01-2340. 

NOTE: Where an appropriate time limit under 37 CFR 1.494 or 1.495 has not been met, a petition to revive (37 CFR 
1.137(a) or (b)) must be filed to request that the application be restored to pending status. 
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PATENT 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re application of: Masatoshi KANAYA et al. 

Serial Number: Not Yet Assigned 

(§ 371 of international application No. PCT/JPOO/06095) 

Filed: March 7, 2002 



For: METHOD OF DETECTING AND REMOVING UNSTRIPPED RESIDUAL 
SHELL LEFT ON SHELLFISH, AND APPARATUS THEREFOR 

PRELIMINARY AMENDMENT 

Commissioner for Patents 

Washington, D.C. 20231 March 7, 2002 

Sir: 

Prior to the calculation of the filing fees of the above application, please amend the 
application as follows: 



IN THE CLAIMS : 

Please amend claims 1, 2, 5 and 6 as follows: 



1. (Amended) A method of detecting and removing a stripped shellfish carrying therewith 
unstripped residual shell, which is characterized by the steps of: irradiating a Ught of specific wave- 
range onto said stripped shellfish after finishing a shell-stripping work thereof to generate fluorescent 
light fi-om said stripped shellfish, and determining if there is residual shell left on said stripped 
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shellfish on the basis of information on the intensity of the fluorescent light generated from said 
stripped shellfish, and removing said stripped shellfish if there is any residual shell. 

2. (Amended) A method of detecting and removing a stripped shellfish carrying therewith 
unstripped residual shell, which is characterized by the steps of: irradiating a light of specific wave- 
range onto said stripped shellfish after finishing a shell-stripping work thereof to generate fluorescent 
light from said stripped shellfish, taking an image of said stripped shellfish with a CCD camera, and 
determining if there is residual shell left on the stripped shellfish on the basis of information to be 
derived from the image taken up of shellfish on the intensity of the fluorescent Ught generated from 
said stripped shellfish, and removing said stripped shellfish if there is any residual shell. 

5. (Amended) An apparatus for detecting and removing a stripped shellfish carrying there 
with unstripped residual shell, said apparatus comprising; means for irradiating a light of specific 
wave-range onto said stripped shellfish after fmishing a shell-stripping work thereof, thereby 
enabling fluorescent light to be generated from said stripped shellfish; detection means for detecting 
the fluorescent light generated from said stripped shellfish; means for determining if there is residual 
shell of the shellfish left on said sfripped shellfish on the basis of information on the intensity of 
fluorescent light obtained from said detection means; and means for removing said stripped shellfish 
if there is any residual shell on the basis of information obtained from said determining means. 
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6. (Amended) An apparatus for detecting and removing a stripped shellfish carrying therewith 
imstripped residual shell, said apparatus comprising; means for irradiating a light of specific wave- 
range onto said stripped shellfish after finishing a shell- stripping work thereof, thereby enabling 
fluorescent light to be generated from said stripped shellfish; a CCD camera disposed to face said 
stripped shellfish; means for determining if there is residual shell left on said stripped shellfish on 
the basis of information on the intensity of fluorescent Ught that can be obtained from the image 
taken up by said CCD camera; and means for removing said stripped shellfish if there is any residual 
shell on the basis of information obtained from said determining means. 
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Docket No. 020287 



REMARKS 



The above amendment is submitted to place the claims insubstantially the same condition 
as to the claims which have been amended under Article 34 in the international application. An 
English translation of the annexes of the PCT international prehminary examination report is 
enclosed. Early and favorable action is awaited. 

Attached hereto is a marked-up version of the changes made to the specification and claims 
by the current amendment. The attached page is captioned " Version with marking s to show changes 
made. " 

In the event there are any additional fees required, please charge our Deposit Account No. 



01-2340. 



Respectfully submitted. 



ARMSTRONG, WESTERMAN & HATTORI, LLP 




Atty. Docket No. 020287 
Suite 1000 
1725 K Street, N.W. 
Washington, D.C. 20006 
Tel: (202) 659-2930 



William G. Kratz, Jr. 
Reg. No. 31,898 



WGK/yap 



Enclosures: English translation of Annexes 
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VERSION WITH MARKINGS TO SHOW CHANGES MADE 

Claims 1, 2, 5 and 6 have been amended as follows: 

1 . (Amended) A method of detecting and removing a stripped shellfish carrying therewith 
unstripped residual shell [left on shellfish] , which is characterized by the steps of: irradiating a hght 
of specific wave-range onto smd stripped shellfish after finishing a shell-stripping work thereof[, 
and] to generate fluorescent light from said stripped shellfish, and determining if there is residual 
shell left on said stripped shellfish on the basis of information on the intensity of the fluorescent light 
[emitted] generated from [the] said stripp ed shellfish, [determining if there is residual shell on the 
stripped shellfish and subsequently removing] and removing said stripped shellfish if there is any 
residual shell. 

2. (Amended) A method of detecting and removing a stripped shellfish carrying therewith 
unstripped residual shell [left on shellfish], which is characterized by the steps of: irradiating a light 
of specific wave-range onto said stripped shellfish after finishing [the] a shell-stripping work thereof 
to generate fluorescent light from said stripped shellfish, taking an image of [the] said stripped 
shellfish with a CCD camera, and determining if there is residual shell left on the stripped shellfish 
on the basis of information to be derived from the image taken up of shellfish on the intensity o f the 
fluorescent Ught [emitted] generated from [the fetched image of] said stripp ed shellfish, [determining 
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if there is residual shell on the stripped shellfish and subsequently] and removing said stripped 
shellfish if there is any residual shell. 

5. (Amended) An apparatus for detecting and removing a stripped shellfish carrying there 
with unstripped residual shell [left on shellfish], said apparatus comprising; a means for irradiating 
a light of specific wave-range onto said stripped shellfish after finishing [the] a shell-stripping work 
thereof, [detection means for detecting a] thereby enabhng fluorescent light [emitted] to be generated 
fi-om said stripp ed shellfish; [a] detection means for detecting the fluorescent light generated fi-om 
said stripped shellfish: means for determining if there is [left a] residual shell of the shellfish left on 
[the] said stripped shellfish on the basis of information on the intensity of fluorescent light obtained 
from said detection means; and means for removing said stripped shellfish if there is any residual 
shell on the basis of information obtained firom said determining means. 

6. (Amended) An apparatus for detecting and removing a stripped shellfish carrying therewith 
unstripped residual shell [left on shellfish], said apparatus comprising; [a] means for irradiating a 
hght of specific wave-range onto said stripped shellfish after finishing [the] a shell-stripping work 
thereo f, thereby enabling fluorescent Hght to be generated from said stripped shellfish : a CCD 
camera disposed to face said stripped shellfish; [a] means for determining if there is residual shell 
left o n said stripped shellfish on the basis of information on the intensity of fluorescent light that can 
be obtained fi-om the image taken ug by said CCD camera; and means for removing said stripped 
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shellfish if there is any residual shell on the basis of information obtained from said determining 
means. 




The following is an English translation of AMENDMENT, which is 



submitted to JPO in May 10, 2001, in response to written opinion made out by 
international preliminary examining authority. 



To: Commissioner of the Patent Office 

1. Identification of the International Application 

PCT/JPOO/06095 

2. Applicant 

Name: NICHIREI CORPORATION 
Address: 19-20, Tsukijii 6-chome, Chuo-ku, 



3. Agent 

Name: HIRAKI Yusuke, Patent Attorney 
Address: Toranomon No. 5 Mori Building Third Floor, 
17-1, Toranomon 1-chome, Minato-ku, 



AMENDMENT 



TOKYO 104-8402 JAPAN 



Country of nationality: 



Japan 



Country of residence: 



Japan 



TOKYO 105-0001 JAPAN 



4. Date of Invitation 



March 13, 2001 



5. Item to be Amended 



Claims 



6. Contents of Amendment 



CLAIMS: 

1. (Amended) A method of detecting and removing a stripped shellfish carrying 
therewith unstripped residual shell, which is characterized by the steps of: irradiating 
a light of specific wave-range onto said stripped shellfish after finishing a shell- 
stripping work thereof to generate fluorescent light from said stripped shellfish, and 
determining if there is residual shell left on said stripped shellfish on the basis of 
information on the intensity of the fluorescent light generated from said stripped 
shellfish, and removing said stripped shellfish if there is any residual shell. 

2. (Amended) A method of detecting and removing a stripped shellfish carrying 
therewith unstripped residual shell, which is characterized by the steps of: irradiating 
a light of specific wave-range onto said stripped shellfish after finishing a shell- 
stripping work thereof to generate fluorescent light from said stripped shellfish, 
taking an image of said stripped shellfish with a CCD camera, and determining if 
there is residual shell left on the stripped shellfish on the basis of information to be 
derived from the image taken up of shellfish on the intensity of the fluorescent light 
generated from said stripped shellfish, and removing said stripped shellfish if there 
is any residual shell. 

3. The method according to claim 1 or 2, wherein said shellfish is "shrimp", and 
said wave-range of the light is not more than 400nra, more preferably around 250nm. 

4. The method according to claim 1 or 2, wherein said shellfish is "crab", and said 
wave-range of the light is not more than 400nm. 

5. (Amended) An apparatus for detecting and removing a stripped shellfish 
carrying there with unstripped residual shell, said apparatus comprising; means for 
irradiating a light of specific wave-range onto said stripped shellfish after finishing a 
shell-stripping work thereof, thereby enabling fluorescent light to be generated from 
said stripped shellfish; detection means for detecting the fluorescent light generated 
from said stripped shellfish; means for determining if there is residual shell of the 
shellfish left on said stripped shellfish on the basis of information on the intensity of 
fluorescent light obtained from said detection means; and means for removing said 
stripped shellfish if there is any residual shell on the basis of information obtained 



from said determining means. 

6. (Amended) An apparatus for detecting and removing a stripped shellfish 
carrying therewith unstripped residual shell, said apparatus comprising; means for 
irradiating a light of specific wave-range onto said stripped shellfish after finishing a 
shell-stripping work thereof, thereby enabling fluorescent light to be generated from 
said stripped shellfish; a CCD camera disposed to face said stripped shellfish; means 
for determining if there is residual shell left on said stripped shellfish on the basis of 
information on the intensity of fluorescent light that can be obtained from the image 
taken up by said CCD camera; and means for removing said stripped shellfish if 
there is any residual shell on the basis of information obtained from said determining 
means. 

7. The apparatus according to claim 5 or 6, wherein said shellfish is "shrimp", and 
said the wave-range of the light is not more than 400nm, more preferably around 
250nm. 

8. The apparatus according to claim 5 or 6, wherein said shellfish is "crab", and 
said the wave-range of the light is not more than 400nm. 



6. List of Attached Documents 
(1) Replaced pages of claims 



(Page 8 and 8/1) 
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TITLE OF THE INVENTION 
METHOD OF DETECTING AND REMOVING UNSTRIPPED RESIDUAL SHELL LEFT 
ON SHELLFISH. AND APPARATUS THEREFOR 



BACKGROUND OF THE INVENTION 

The present invention relates to a method of detecting and 
removing unstripped residual shell left on shellfish and to the 
apparatus for carrying out the method, and in particular, to 
a detection and removal method and an apparatus for carrying 
out the method, which are suited for use in inspecting whether 
there is residual shell on the flesh of shellfish such as shrimp 
orcrab, af t er f ini shi ng shel 1 - s t r ippi ng work . 1 1 shoul d be no ted 
that by the expression "shrimp" in the present specification, 
all kinds of shrimp and shellfish which is similar to shrimp, 
such as lobster and prawn, etc. are included. 

As the food service industry becomes increasingly popular, 
various kinds of food materials are now increasingly processed 
in great quant i ties and in a standardized manner in food processing 
factories. This trend is the same in the case of shellfish such 
as shrimp or crab. That is, large quantities of shellfish for 
which the shel 1 - s tripping work has been done are now brought 
into food processing factories as one raw material (food ma t er i a 1 ) 
for various kinds of processed foods or retort pouch foods . 

Usually, the work of stripping the shell left on shellfish 
is performed at a location near a fishing ground, and the shellfish 
whose shell has been stripped off is then immediately frozen 
and only the flesh portion of shellfish is brought into a food 
processing factory. The work of stripping the shell from 
shellfish is generally performed manually, since the separation 
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of the shell from the flesh can be relatively easily performed. 
However, it is still difficult to perform the shell - stripping 
work faultlessly, thereby failing to eliminate the possibility 
that shellfish with residual shell remaining on the flesh, or 
with a portion of removed shell or leg inadvertently mixed with 
the flesh, may be brought into the food processing factory. 
Therefore, a package of flesh portion of shellfish that has been 
brought into the food processing factory after finishing the 
shel 1 - s tripping work is usually investigated after unpacking 
through visual observation to see if there is a piece of shell 
intermingled with the flesh or residual shell left unremoved 
from the flesh. If a piece of residual shell is found in the 
fleshportionof shellfish, thepieceof residual shell is manually 
removed therefrom. 

In the case of most of shellfish, the shell thereof is 
discolored as it is heat-treated. Due to this discoloration of 
the shell, it can be relatively easily distinguished from the 
f 1 esh port ion thereof . Before heat - treatment , however, both the 
flesh portion and the shell thereof are whi t i sh in mos t shellfish. 
Additionally, the residual shell that might be left on the flesh 
portion of shellfish is generally small in size. Therefore, it 
is difficult, before hea t - t r ea tmen t of shellfish, to visually 
distinguish the residual shell from the flesh portion even if 
a peace of residual shell is left in the flesh portion thereof, 
thus leaving the residual shell overlooked or unidentified 
occasionally. If a piece of shell is left intermingled in 
processed foods or retort foods, it would compromise the taste 
of consumers, and diminishing the commercial value thereof. 
BRIEF SUMMARY OF THE INVENTION 
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The present invention has been made under such circumstances , 
and therefore, an object of the present invention is to provide 
a method of detecting and removing unstripped residual shell 
left on shellfish, which is suited for easily and reliably 
determining if there is any residual shell left on the stripped 
shellfish, thereby enabling the residual shell, if any, to be 
removed from the stripped shellfish. . Another object of the 
present invention is to provide an apparatus for carrying out 
such a method. 

With a view to solving the aforementioned problems, through 
extensive study and experiments conducted by the present 
inventors, it was finally found that when a light of a specific 
wave-range is irradiated onto shrimp or crab, a fluorescent light 
of a specific wave-range is emitted not from the flesh portion 
thereof but from the shell thereof . Namely, the present invent ion 
has been accomplished as a result of intensive study on this 
fact and is characterized by a irradiating light of a specific 
wave-range onto stripped shellfish after finishing the 
shel 1 - s tripping work thereof then, on the basis of information 
regarding the intensity of fluorescent light emitted from the 
shellfish, determining if there is any residual shell on the 
stripped shell fish, and subsequently removing anyresidual shell. 

An alternative method of detecting and removing unstripped 
residual shell left on shellfish according to the present 
invention is characterized by irradiating a light of specific 
wave-range onto stripped shellfish after finishing the 
shell - stripping work thereof, taking an image of the stripped 
shellfish with a CCD camera, and on the basis of information 
on the intensity of fluorescent light emitted from the image 
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of shellfish, determining if there is any residual shell on the 
stripped shellfish, and subsequently removing any residual shell. 

By the expression of "a light of specific wave-range", it 
ismeanta lightof wave -range which is capable of causing emission 
of a fluorescent light more from the shell than from the flesh 
portion of a shellfish. For example, in the case where the 
shellfish is "shrimp", the wave-range of the light is preferably 
is not more than 400nm, more preferably around 250nm. In the 
case where the shellfish is "crab", the wave-range of the light 
is preferably is not more than 400nm. 

The apparatus for detecting and removing unstripped residual 
shell left on shellfish according to the present invention for 
achieving the aforementioned object is suited for use in carrying 
out the aforementioned method, and comprises a means for 
irradiating a light of specific wave-range onto stripped 
shellfish after finishing the she 1 1 - s t r ippi ng work thereof; a 
detection means for detecting fluorescent light emitted from 
said shellfish; means for determining if there is residual shell 
on the stripped shellfish on the basis of information obtained 
from said detection means; and means for removing residual shell, 
if any, on the basis of information from said determining means. 

The means for irradiating a light is a means for irradiating 
an excitation light having the aforementioned wave-range. The 
detection means may be provided with a filter which is capable 
of absorbing light of a specific wave-range emitted from the 
aforementioned light - irradiating means, but capable of allowing 
at least the fluorescent light emitted from the shellfish to 
pass therethrough. The aforementioned determining means should 
preferably be designed such that when the intensity of fluorescent 
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light obtained from said light detection means exceeds a given 
threshold value, it determines the existence of residual shell. 
The means for removing the residual shell is designed to be 
actuated on the basis of the determination that there is residual 
shell, and can be constituted for instance by a device which 
makes use of air blowing for removing the residual shell or 
shellfish having the residual shell. 

An alternative apparatus for detecting and removing 
unstripped residual shell left on shellfish, which is suited 
for use in carrying out the aforementioned method, is 
characterized in that it comprises; a means for irradiating light 
of a specific wave-range onto stripped shellfish after finishing 
the shel 1 - s tripping work thereof; a CCD camera disposed to face 
said stripped shellfish; a means for determining if there is 
residual shell on the stripped shellfish on the basis of 
information on the intensity of fluorescent light that can be 
obtained from the image taken by said CCD camera; and means for 
removing residual shell, if any, on the basis of information 
from said determining means. 

The means in this alternative apparatus for irradiating light 
may be the same as that of the first mentioned apparatus. The 
CCD camera may be selected from those which are conventionally 
known, and may be either a black-and-white CCD camera or a color 
CCD camera. Where the CCD camera is constituted by a 
black - and - whi te CCD camera, the aforementioned determining means 
should preferably be designed such that each of the image signals 
from the black-and-white CCD camera is preferably binarized, 
and that when the number of pixels to be derived from fluorescent 
light obtained from the shellfish precisely speaking emitted 
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from the shell of shellfish exceeds a given threshold value, 
it determines the existence of residual shell . On the other hand, 
where the CCD camera is constituted by a color CCD camera, the 
aforementioned determining means should preferably be designed 
such that the color of the fluorescent light emitted from the 
shell is designated, by means of an image processor, and when 
the number of pixels in the designated area exceeds a given 
threshold value, it determines the existence of residual shell. 
The means for removing the residual shell may be the same as 
that of the first mentioned apparatus. 

BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF THE DRAWING 

FIG. 1 is a diagram illustrating one embodiment of the 
apparatus for detecting and removing unstripped residual shell 
left on shellfish according to the present invention; 

FIG. 2 is a diagram illustrating another embodiment of the 
apparatus for detecting and removing unstripped residual shell 
left on shellfish according to the present invention; 

FIG. 3 is photographs wherein an images obtained by 
irradiating lights of different wavelengths onto a shrimp and 
taken by means of a black-and-white CCD camera are displayed, 
after the binarization thereof by means of an image processor, 
on a display; 

FIG. 4a is a graph illustrating the relationship between 
the illuminance obtained as an image taken by a black-and-white 
CCD camera is binarized and the number of pixels detected; and 

FIG. 4b is a graph illustrating the relationship between 
the illuminance obtained as an image taken by a color CCD camera 
is processed by designating the color of fluorescent light emitted 
from the shell and the number of pixels detected. 
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DETAILED DESCRIPTION OF THE INVENTION 
Next, a specific embodiment wherein an examination is 
performed as to whether there is any residual shell after the 
shell - stripping operation of shrimp and, if there is a residual 
shell, the residual is removed, will be explained with reference 
to the results of an actual experiment. In this experiment, 
shell - attached frozen shrimp (greasyback shrimp) employed as 
a sample were defrosted and then most of the shell thereof was 
manually stripped, leaving only a portion of the shell which 
is located on the joint immediately before the tail. The size 
of the shell - attached frozen shrimp corresponded to 100 to 200 
pieces of shrimp per pound, and the size of the residual shell 
was about 8mm x 6mm on the average. 

First of all, light from an ordinary light source (which 
is close to white light) having three peaks of 440nm, 550nm and 
670nm was irradiated onto each sample by making use of 
light - irradiating means at a light volume ofl000 }iw/cm2. Then, 
a visual examination was performed to see if the shell can be 
distinguished from the flesh portion . However, i t was impossible 
to distinguish the shell from the flesh portion. Then, the image 
of each sample was taken by means of black-and-white CCD camera 
and color CCD camera. However, it was impossible to distinguish 
the shell from the flesh portion on the basis of the image thus 
obtained. FIG. 3(a) is a photograph wherein an image of sample 
taken by means of a black-and-white CCD camera is displayed, 
after the binarization thereof by means of image processor, on 
a display. It was difficult to distinguish the shell from the 
flesh portion over the display. 

Then, whenalight ( exc i tat ion 1 ight ) having a peak wavelength 
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of 302nm which was derived by adjusting the 1 i gh t - i r r adi a t i ng 
means, was irradiated onto each sample under the same conditions 
as those of the above experiment, it was possible to visually 
recognize, though slightly, a difference in light emission 
between the flesh portion and the shell portion. When the light 
from each sample was allowed to pass through a filter which was 
capable of absorbing a light having a peak wavelength of about 
302nm (i.e. excitation light), it was possible to distinguish 
the fleshportion from the shell portion. Further, when an image 
of sample taken by means of a black-and-white CCD camera was 
displayed, after binarization thereof by means of image processor, 
on a display, it was possible as shown in FIG. 3 (b) to recognize 
to some degree only the shell portion. Moreover, when an image 
of the sample taken by means of a color CCD camera v/as 
image - prcces sed by designating the upper and lower limit of each 
of the RGB components of the fluorescent light emitted from the 
shell, it was possible to clearly distinguish the flesh portion 
from the shell portion. 

In these experiments, a black-and-white CCD camera of 61200 
pixels (255 x 240) whose photographing range was adjusted to 
10cm x 9.4cm, and a color CCD camera of 240000 pixels (500 x 
4 8 0) who se pho togr aphing range was adjusted to 10cm x 9.6cm were 
employed. FIG. 4a is a graph illustrating the relationship 
between the illuminance of the light source obtained and the 
number of pixels detected as an image taken by a black-and-white 
CCD camera was binarized; and FIG. 4b is a graph illustrating 
the relationship between the illuminance obtained as an image 
taken by a color CCD camera was processed by designating the 
color of fluorescent light emitted from the shell and the number 
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of pixels detected. It was estimated that since the difference 
in resolution between the black-and-white CCD camera and the 
color CCD camera was about 1:2, a difference in the number of 
pixels that could be recognized between these cameras would be 
about 1:4. However, as seen from the comparison between these 
graphs, a difference in the number of pixels that could be 
recognized between these cameras was actually about 10:1100 {a 
comparison at a light volume of 1000 ^w/cm2), thus confirming 
the fact that the d i s t ingu i shab i 1 i ty between the shell and the 
flesh portion can be particularly improved by making use of a 
color image . 

Then, another experiment was performed under the same 
conditions as the above experiment except that light having a 
peak wavelength of 254nm was substituted for the light employed 
in the above experiment, thereby making it possible to detect 
a stronger fluorescent light from the shell portion. Further, 
as shown in FIG. 3c, the number of pixels that could be recognized 
by means of the black-and-white CCD camera was particularly 
increased as compared with that which could be recognized when 
light having a peak wavelength of 302nm was employed. Results 
which were similar to the above could be obtained when an image 
taken by means of the color CCD camera was utilized. 

Furthermore, an experiment was further performed under the 
same conditions as the above experiment except that light having 
a peak wavelength of 352nm was substituted for the light employed 
in the above experiment, thereby obtaining almost the same 
detection intensity of fluorescent light as that obtained when 
a light having a peak wavelength of 254nm was employed. As shown 
in FIG. 3d however, since the difference in the number of pixels 

9 



between the flesh portion and the shell portion became smaller 
when the image taken by the black-and-white CCD camera was 
processed f or binar i za tion thereof, itwas impossible to identify 
only the shell portion. This may be attributed to the fact that 
since identification of the shell portion was based solely on 
the brightness thereof, the color difference thereof could not 
be identified. By contrast, in the case of the image taken by 
means of the color CCD camera, it was possible to clearly 
distinguish the flesh portion from the shell portion. 

It was found from the results of these experiments that in 
the case of shrimp, the manner of emitting fluorescent light 
in response to the excitation light of specific wave-range (for 
example, 254nm, 3 0 2 nm or 3 5 2 nm in peak wave 1 eng th) di f f er s be tween 
the flesh portion and the shell portion, and that the fluorescent 
light to be emitted from the shell in response to the excitation 
light can be selectively distinguished from the fluorescent light 
(if any) to be emitted from the flesh portion by making use of 
a band pass filter or by suitably processing the information 
on the image that can be obtained from the CCD camera. As for 
the band pass filter, a filter which permits light having a 
wavelength of not more than about 400nm to pass therethrough 
or to be absorbed therein can be preferably employed. 

When experiments similar to the above experiments were 
performed on kuruma prawn, pink shrimp, Japanese glass shrimp, 
botan shrimp, giant tiger prawn and fleshy prawn, results almost 
identical to those obtained using the aforementioned greasyback 
shrimp were obtained . In all of these experiments , the employment 
of a light having a peak wavelength of 254nm was found most 
preferable in obtaining better identification of the shell. 
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Therefore, as far as shrimp is concerned, an excitation light 
having a peak wavelength of 254nm was assumed to be most suited 
for detecting the shell . Further, experiments which were similar 
to the aforementioned experiments on shrimps were performed using 
frozen snow crab and swimming crab after these frozen snow crab 
and swimming crab were allowed to defrost. When the experiments 
were performed using the irradiation of white light, it was found 
difficult to distinguish the shell from the fleshportion thereof. 
However, when excitation light having a peak wavelength of 254nin, 
302nm or 352nm was employed, it was found possible, in all of 
these wavelengths, to clearly distinguish the shell from the 
flesh portion thereof. However, when light having a peak 
wavel eng th of more than 4 0 Onm was empl oyed , i t was found difficult 
to distinguish the shell from the flesh portion thereof. 
Therefore, as far as crab is concerned, the employment of a light 
having a peak wavelength of 400nm or less has been found most 
suited for detecting the residual shell. 

Next, the method and apparatus for judging if there is any 
residual shell that has been left unstripped from shrimp (or 
crab) after finishing the shel 1 - stripping work thereof and for 
removing the residual shell if any, which have been devised based 
on the findings obtained from the aforementioned experiments 
will be explained. 

Referring to FIG. 1, a device 10 for detecting and removing 
unstripped residual shell is composed of a light source 1 as 
a light- irradiating means for irradiating a beam of light onto 
a shrimp 20, a first filter 2 for enabling only a light of specific 
wave-range among the light emitted from the light source 1 to 
selectively pass therethrough, a second filter 3 for enabling 
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only a light of specific wave-range among the light emitted from 
the shrimp 20 to selectively pass therethrough, a determining 
means 4 for detecting the light passed through the second filter 
3 and determining the intensity of the light, a normal closed 
valve 5 which is designed to open on the basis of signals from 
the determining means 4. an air nozzle 6 having an ejection port 
directed to the shrimp 20. an air tank 7, and a piping 8 for 
connecting the air nozzle 6 via the normal closed valve 5 with 
the air tank 7 . 

In this embodiment, the first filter 2 enables a light of 
about 254nm in peak wavelength to pass therethrough, while the 
second filter 3 enables alightofnot more than 4 0 0nm in wavelength 
to pass therethrough. The determining means 4 is designed such 
that when the intensity of the light that has been passed through 
the second filter 3 exceeds a given value, it emits a signal 
to open the normal closed valve 5, thereby allowing the compressed 
air inside the air tank 7 to eject from the air nozzle 6 so as 
to blow away the shrimp 20. 

According to this apparatus, the shrimp 20 is continuously 
fed to the irradiation region of light emitted from the light 
source 1. The light (excitation light) of about 254nm in 
wavelength that has been passed through the first filter 2 is 
then irradiated onto the shrimp 20 being introduced into the 
irradiation region. If there is no residual shell 21 left on 
the shrimp 20, the determining means 4 refrains from emitting 
a signal to open the normal closed valve 5, thereby allowing 
the shrimp 20 to be transferred as is along the ordinary transfer 
passageway. When the shrimp 20 having a residual shell 21 is 
introduced into the irradiation region, the fluorescent light 
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emitted from the shell 21 is allowed to pass through the second 
filter 3 so as to be detected by the determining means 4. When 
it is determined by the determining means 4 that the intensity 
of light thus detected exceeds a given value, a signal to open 
the normal closed valve 5 is emitted . As a result, the compres sed 
air inside the air tank 7 is ejected from the air nozzle 6 against 
the shrimp 20 so as to blow the shrimp 20 out of the transferring 
pas s ageway . 

Although the determining means 4 is employed in the 
aforementioned embodiment for determining the intensity of light , 
the light passed through the second filter 3 may be determined 
through the observation by an operator, thereby allowing the 
normal closed valve 5 to be operated by an operator. Further, 
the shrimp accompanying a residual shell may be manually removed 
by an operator. When a filter which is capable of absorbing a 
light having the same wavelength as that of the excitation light 
is employed as the second filter 3, it would become possible 
to prevent the scattering of the irradiating light, thus 
preventing the generation of a stray light which may enter into 
the determining means 4 or the operator. 

A black-and-white CCD camera or a color CCD camera may be 
substituted for the determining means 4 for determining the 
intensity of light. FIG. 2 shows one example of the apparatus 
for detecting and removing unstripped residual shell left on 
shellfish where a CCD camera 40 is employed. In this FIG. 2, 
the same components as those of FIG. 1 are represented by the 
same reference numerals as shown in FIG. 1. In this case, the 
light emitted from the shrimp 20 is taken up as an image signal 
by the CCD camera 40, and the image signal is then suitably 
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processed by an image processor 41. The image thus processed 
is then displayed on a display screen 42 and at the same time, 
the normal closed valve 5 is opened in response to the signal 
from the image processor 41. 

As explained above, in the case of the black-and-white CCD 
camera, a threshold value is set in such a manner that as large 
area of the shell portion as possible can be displayed in white 
within a range of value where the flesh portion can be displayed 
in black. The image signal is then processed for the binarization 
thereof, and when it is found that the image region (the number 
of pixels) exceeds a given value, a signal to open the normal 
closed valve 5 is emitted from the image processor 41. In the 
case of a color CCD camera, the image processing is performed 
by designating the color of fluorescent light to be emitted from 
the shell, and when it is found that the corresponding image 
region (the number of pixels) exceeds a given value, a signal 
to open the normal closed valve 5 is similarly emitted from the 
image processor 41. In this case also, the normal closed valve 
5 may be manually operated by an operator while observing the 
image displayed on the display screen 42, and the shrimp having 
residual shell may be manually removed by the operator. 

As explained above, according to the method and apparatus 
for detecting and removing unstripped residual shell left on 
shellfish as proposed by the present invention, an excitation 
light of specific wave-range which enables a fluorescent light 
to be emitted not from the flesh portion thereof but from the 
shell portion thereof is irradiated onto stripped shellfish to 
see if there can be observed the fluorescent light of specific 
wave-range for the purpose of distinguishing between the flesh 
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portion and shell portion of shellfish; this distinction being 
generally considered to be very difficult if it is tried through 
visual observation. Therefore, when there is any unstripped 
residual shell in the flesh portion of shellfish after the 
shell - stripping work thereof, the residual shell can be easily 
and reliably identified and removed from the line, thus making 
it possible to automatize and speed up the process. 
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CLAIMS 

1 . A method of detecting and removing unstripped residual shell 
left on shellfish, characterized by irradiating light of specific 
wave-range onto stripped shellfish after finishing a 
shell - stripping work thereof, and on the basis of information 
on the intensity of fluorescent light emitted from the shellfish, 
determing if there is residual shell on the stripped shellfish 
and subsequently removing any residual shell. 

2 . A method of detecting and removing unstripped residual shell 
left on shellfish, characterized by irradiating light of specific 
wave-range onto stripped shellfish after finishing the 
shell - stripping work thereof, taking an image of the stripped 
shellfish with a CCD camera, and on the basis of information 
on the intensity of fluorescent light emitted from the fetched 
image of shellfish, determining if there is residual shell on 
the stripped shellfish and subsequently removing any residual 
shell . 

3. The method according to claim 1 or 2, wherein said shellfish 
is "shrimp", and said wave-range of the light is not more than 
400nm, more preferably around 250nm. 

4. The method according to claim 1 or 2, wherein said shellfish 
is "crab", and said wave-range of the light is not more than 
4 0 0nm. 

5. An apparatus for detecting and removing unstripped residual 
shell left on shellfish, said apparatus comprising; a means for 
irradiating light of specific wave-range onto stripped shellfish 
after finishing the shell -stripping work thereof ; detectionmeans 
for detecting a fluorescent light emitted from said shellfish; 
a means for determining if there is left a residual shell of 
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the shellfish on the stripped shellfish on the basis of information 
obtained from said detection means; and means for removing any 
residual shell on the basis of information from said determining 
means . 

6. An apparatus for detecting and removing unstripped residual 
shell left on shellfish, said apparatus comprising; a means for 
irradiating a light of specific wave-range onto stripped 
shellfish after finishing the shel 1 - s tripping work thereof; a 
CCD camera disposed to face said stripped shellfish; a means 
for determining if there is residual shell on the stripped 
shellfish on the basis of information on the intensity of 
fluorescent light that can be obtained from the image taken by 
said CCD camera; and means for removing any residual shell on 
the basis of information from said determining means. 

7. The apparatus according to claim 5 or 6 , wher e in s a i d sh e 1 1 f i sh 
is "shrimp", and said the wave-range of the light is not more 
than 400nm, more preferably around 250nm. 

8 . The apparatus according to claim 5 or 6, wherein said shellfish 
is "crab", and said the wave-range of the light is not more than 
4 OOnm . 
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ABSTRACT 

A method and apparatus for detecting and removing unstripped 
residual shell left on shellfish, which are suited for use in 
inspecting whether or not there is residual shell left on the 
flesh of shellfish such as shrimp or crab after finishing the 
shell - stripping work thereof. It is characterized in that it 
comprises; a means (1) for irradiating a light of specific 
wave-range onto stripped shellfish (20) after finishing the 
shell - stripping work thereof; a CCD camera (40) disposed to face 
said stripped shellfish; a means (41) for determining if there 
is residual shell on the stripped shellfish on the basis of 
information on the intensity of fluorescent light that can be 
obtained from the image taken by said CCD camera; and a means 
(5, 6, 7) to for removing any residual shell on the basis of 
information from said determining means. 
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